
RUKSE RK1400 REAR ADD A LEAF KIT 

www.rukseproducts.com 

PRODUCT INSTRUCTIONS 
 

INSTRUCTIONS - Read complete instructions before beginning installation, the following special tools are 
recommended: Coil spring compressor, floor jack, jack stands, and hand tools. 
 
The kit consists of two Leaf Springs and two sets of two each longer bolts and nuts of different diameters. 
The same diameter bolt currently on the vehicle should be used and the other set discarded. PLEASE READ 
ALL INSTRUCTIONS COMPLETELY BEFORE BEGINNING THE INSTALLATION - You must use 2-large “C-clamps” 
or a large vise to contain the elastic potential energy stored in a leaf spring when the center bolt is 
removed. The new leaf spring will be placed in the existing spring assembly in a progressive pyramid shape. 
Example – if your number 1 spring is 32” long and the next one is 25” long, the new Add-A-Leaf Spring 
should be place between them. Some vehicles will have a flat helper stack. DO NOT INSTALL THE NEW 
ADD-A-LEAF SPRING IN OR BELOW THE HELPER SPRING(S). 
 
1. Raise the rear of the vehicle, support the frame with jack stands and remove the rear wheels. With a 
floor jack, raise the rear axle enough to relieve tension on the shock absorber and remove them. 
Disconnect the axle vent hose from the axles housing. 
 
2. Make sure the axle is well supported and remove the axle U-bolt and attaching hardware. Remove the 
spring eye bolts and/or shackles and remove the springs from the vehicle. Use C-clamps or large bench vise 
to hold the spring assembly securely together.  
 
3. If applicable, remove any spring leaf alignment clamps. Using vise grips to hold the head of the center 
bolt, loosen and remove it. If the bolt is rusted, a hammer and drift punch may be used to drive it out. New 
bolts are supplied in the kit. Carefully remove the C-clamps or vise and lay unassembled spring aside. 
 
4. Apply a small amount of grease to both ends of the Add-A-Leaf. Re-assemble the leafed springs using the 
proper sized new center bolts/nuts with the new spring in the proper place.  
 
5. Loosely assemble the completed spring assemblies into their respective axle mounts. Replace the U-
Bolts, nuts and washers and torque to factory specifications. Re-install the spring eye bolts and/or shackles 
and torque to factory specifications. 
 
6. Reconnect axle vent hose and install shock absorbers. Lower vehicle and test drive. 

 
DISCLAIMER WARNING 

When using this product your vehicle will be modified to increase performance. Whenever a modification is done you change the performance of the vehicle 
including handling, braking, and steering.  You should always drive safely and avoid any maneuvers that would cause harm, serious injury or death to the 

driver or passengers.  Note in the case of using larger tires you must readjust your speedometer gear for accurate speed readings. This product is 
manufactured for off-road use only and should be installed by a professional mechanic. All products carry a lifetime warranty against defects. Please return 

warranty card to be eligible. Thanks for purchasing RüK products. 
 

Please obey all posted laws, speed limits, and drive safely at all times. Please wear your seat belt at all times. 
 

 

  

 

 


