PRODUCT INSTRUCTIONS
Rukse Jeep JK Wrangler Snorkel Install Instructions

ITEM DESCRIPTION

QTY

1

BODY - Snorkel

1

2

AIR RAM ASSEMBLY

1

3

BRACKET - Upper Mounting

1

4

BOLT - Hex - 6mm x 1.0 x 12mm

2

5

SCREW – Small for Air Cleaner Brackets

15

6

BOLT – Upper Mounting Bracket

2

7

WASHER – Upper Mounting Bracket

2

11

BOLT – Snorkel Body Bottom

2

12

WASHER – Snorkel Body Bottom

2

13

CLAMP - Hose Air Cleaner

2

14

BLOCK OFF PLATE

1

15

AIR CLEANER HOSE

1

16

ADAPTOR - Air Cleaner Entry

1

17

HOSE CLAMP SNORKEL

1

PART #

Jeep Wrangler JK
Fitment to: Right hand side
Fitting time:

Approximately 120-240 minutes

Special Tools:

Cutting Wheel or Saw
Cordless Drill
Pop Rivet Gun / or Screws
Air Hacksaw / Cutters
Silicone Glue / Loctite / Zip Ties

This is a custom installation that should only be done by a certified mechanic or accomplished hobbyist. There is a lot of cutting
and manipulations that need to be done. You should read through the instructions before proceeding, look at the internet for tips
and tricks, and do your research. These are not touted as any other manufacturer of snorkels or copies of such snorkels. These are
test snorkels only and all information included is as much as we have been able to gather so any pictures, information, templates
would be appreciated and financial compensation and or free product may be warranted.

Instructions:
1. Cut out and place the black hood trim (supplied in the box) onto the right side of the hood.
Measure 3/4” or so (place as want for best fitment) back from the hood latch indentation.
Secure with blue tape on the hood as shown. Outline the cut line on the exterior of the
hood using a marker or other device that marks on paint and then center punch the center
of the 2” circles you will need to drill out (at the corners of the black hood trim).

2. At this point it is best to elevate (or remove) the hood up approximately 4-6” in order to
cut the hood without damaging the fender or any under hood components. Cover and
protect all glass, plastic and painted parts from sparks, blue painters tape is the best for
this.

3. Use a pilot drill to drill through both layers of the hood first, then a cutting saw to cut the
material from the hood. This is where you need to use the black trim to mark where you
want the snorkel to be, before you cut, and check, re-check, measure again, so you only
have to cut once. This is a very important step you don’t want to make a cutting mistake
here.

4. Using a cutoff wheel or reciprocating body saw, cut out the rest of the opening.
5. Mark the inside of the hood to cut out the back side metal in the hood. Draw the cut line
approximately 1/4” (6mm) lower than the bend of the hood. This can easily be done by
holding a marker such that your finger can be used as a guide. Finish by marking the rest
of the area to be removed.

6. Using the cutoff wheel, clearance the hood inner so that it clears the opening when
viewed from the side.

7. Use touch up paint or rust inhibitor on all areas that show bare metal. On lighter colored
vehicles, you may want to “black out” the inside of the hood so that it is not noticeable.

Mask and paint as desired.
8. Remove the factory air box.

9. For 3.8L Gas Models: Loosen the clamp on the engine intake hose. Separate the intake
hose and crankcase breather hose (gas) from the airbox and remove the top of the airbox
from the vehicle.
10.Remove the OE filter and lower portion of the airbox. The airbox simply pulls vertically
out of rubber mounts. Save airbox in case you need to re-install.
11. Now you need to set up the snorkel for installation.
12.Install the mounting brackets to the snorkel. Center the mounts in the recessed areas in
the snorkel and attach the brackets using the 1/4"-20 bolts and washers. Do not tighten
completely at this time - just enough to allow some movement for adjustment. Make sure
all brackets are at correct 90 degree angles.

13.Remove the fender bolts and windshield bolts as shown to prepare the vehicle for
mounting the snorkel.

14.Remove the short factory “snorkel” by squeezing the part inside the airbox.
15.Cut off the small locator on the factory airbox.
16.Install the snorkel into the factory airbox. Use black silicone to seal the snorkel-to-airbox
joint and seal the holes in the bottom of the airbox.
17.Install the snorkel/airbox back into the vehicle. It may be necessary to lubricate the
rubber airbox isolators to get the airbox to seat properly.
18.Install the fender bolts and windshield bolts temporarily in order to fit the
snorkel for adjustment.

19.Test fit the hood to snorkel clearance. The snorkel and hood should have roughly a 1/8”
(3mm) gap surrounding the front and top of the snorkel.

20.Adjust the brackets for the best fit and then tighten every bolt and bracket.
21.Install the Trim Ring. Place the Trim Ring on the hood and adjust it so that the visual gap
between the hood and the snorkel is even. Mark the location of the holes on the hood
and drill to 1/8”. Paint the holes with touchup paint and install the Trim Ring using the
supplied stainless steel rivets.

22.Reinstall the filter, top of the airbox and all hoses.
23.Install the Snorkel Head. Tighten the supplied hose clamp. Adjust the Snorkel Head so
that it sits straight and level when viewed from the front and side of the vehicle.
SNORKEL CARE: This product is intended to provide clean, dry air to the engine but does not
necessarily mean the vehicle can exceed the OE manufacturer’s recommended engine water
line depth. There are many considerations to make when increasing water line depth and a
snorkel is just one component. Snorkels are intended to be used only for infrequent and
accidental water crossings. The real benefits of a snorkel are dust reduction into the
engine especially in dry, arid climates. This benefit is increased with the installation of a
pre-filter (sold separately). The pre-filter is very effective and can fill up quickly in extremely
dry and dusty situations. The other benefit of the snorkel is to take in higher air which is cleaner
than the air a normal airbox takes in at engine level. In extremely dusty or arid areas you may
need to clean the snorkel and or pre-filter often. The snorkel and pre-filter should be cleaned
with mild soap and water only.

WARNING !!
IT IS AN INSTALLERS RESPONSIBILITY TO VERIFY ALL COMPONENTS, AND
PARTICULARLY THE TEMPLATE IS CORRECT, BEFORE STARTING ANY PART OF THE
SNORKEL INSTALLATION. PLEASE NOTE THIS IS A CUSTOM INSTALLATION AND YOU
MAY WANT TO MODIFY FOR YOR PARTICULAR INSTALLTION AND ADDITIONAL ITEMS
MAY BE NEEDED TO INSTALL.

(CHECK TEMPLATE AGAINST SNORKEL BODY AND CHECK
SNORKEL FOR FITMENT BEFORE CUTTING OR INSTALLING)
DISCLAIMER WARNING

When using this product your vehicle will be modified to increase performance. Whenever a modification is done you change the performance of the
vehicle including handling, braking, and steering. You should always drive safely and avoid any maneuvers that would cause harm, serious injury or death
to the driver or passengers. Note in the case of using larger tires you must readjust your speedometer gear for accurate speed readings. This product is
manufactured for off-road use only and should be installed by a professional mechanic. All products carry a lifetime warranty against defects. Please return
warranty card to be eligible. Thanks for purchasing Rukse products.

Please obey all posted laws, speed limits, and drive safely at all times. Please wear your seat belt at all times.

